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Parts List
Item Part Name QTY Description Item Part Name QTY Description
#1 Mesh Grille 1 Stainless Steel #4 Kept Nuts 16 6-32
#2 Studs 16 6-32×1″ #5 Washers 16
#3 2-Hole Tabs 16

Install Notes: Overlay Replacement Drill Cut

Step Description illustration

1 Identify the grille & hardware with parts list.

2 Optional: pop hood, remove the black plastic cover (on top of OEM grille) from vehicle. If you are still unable to
access the rear, remove the grille shell according to factory manual.

3 Test fit the grille to make sure that it fits in the shell properly. Make sure the grille is centered.

4 Thread a stud in each nut welded to the grille. From the rear, place a tab on each stud. Now thread a nut and a
washer on each stud.

5 Make sure the insert is centered and tighten the hardware.

6 Reinstall the plastic shroud with the fasteners removed in Step 2.

7 Installation completed.
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7 From the rear, place a Flat Tab on each stud. Now thread a Nylon Lock Nut on each stud.

8 Remove the film from the Flat Tabs-2 on the grill insert, to install the grill insert onto the bumper valance.(Fig 5 & 6)
Note: Thoroughly clean any dirt off of the interior of the bumper valance to ensure proper tape adhesion.(Fig 4)

Pull Here

Pry Here

(Fig 3) Bumper Valance Removal

(2) Flat Tabs-2
(4) Nylon Lock Nuts

Back Side

(2) Flat Tabs-1
(2) Nylon Lock Nuts

Parking sensors

Clean here

(Fig 4) Bumper Valance Interior
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9 Make sure the insert is centered and tighten the hardware.

10 Reinstall the plastic shroud with the fasteners removed in Steps 2-6.

11 Installation completed.

(Fig 5) Set Grille Onto Bumper Valence (Reference only)
)

(Fig 6) Align Tabs With License Plate Holes
(Reference only)


